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THE BITUMINOUS PAVEMENT REMOVAL SHALL CONSIST OF REMOVING THE EXISTING RUNWAY = o é %
PAVEMENT EDGE (4—6" DEPENDING ON ROLL DOWN) AT THE LOCATIONS SHOWN ON THE 01-BITUMINOUS OUR OTES 157 8 O =
L o RN 20 e A SR icE A0 ACGRECATE BASE THE BITUMNOUS BASE COURSE (201) SHALL BE PLACED IN ACCORDANCE WITH ITEM ST a
PROPERTY. THE CONTRACTOR HAS THE OPTION TO REMOVE.THE PAVEMENT BY MILLING. IF HE AR201001 "BITUMINOUS BASE COURSE-METHOD I AS STATED ON PAGE 193 OF THE oty =
MILLS THE PAVEMENT AND MAINTAINS A STRAIGHT EDGE, THEN PAVEMENT SAWING WILL NOT SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS, ADOPTED JULY 1, "[OVI
BE REQUIRED. 2004. ;6' 1318
, 4O HY a RIRIRS
THE CONTRACTOR IS REQUIRED TO SAWCUT, 2" DEPTH, THE EXISTING PAVEMENT AT THE THIS ITEM OF WOFK SHALL CONSIST OF CONSTRUCTING THREE LIFTS OF A BITUMINOUS ¢ G SS?%‘
LOCATIONS WHERE THE PROPOSED WIDENING WILL ABUT THE EXISTING PAVEMENT, AS SHOWN. BASE COURSE (3" DEPTH EACH) ON THE CRUSHED AGGREGATE BASE COURSE FOR THE w & 5518
PROPOSED RUNWAY WIDENING. ©
THE PAVEMENT SAWING WILL BE CONSIDERED INCIDENTAL TO THE PAVEMENT REMOVAL AND NO &
ADDITIONAL COMPENSATION WILL BE MADE. THE PROPOSED BITUMINOUS BASE COURSE WILL BE DESIGNED TO A MARSHALL DESIGN oY N2 | [slglz
OF LESS THAN 60,000 POUNDS. : 2948 [°1°°
ANY ADJACENT PAVEMENT DAMAGED BY THE PAVEMENT REMOVAL OPERATIONS WILL BE BERIES
REPAIRED AT THE CONTRACTOR'S OWN EXPENSE. 201-4.9 TRANSPORTING, SPREADING, AND FINISHING. ERIRIE =
DELETE ANY REFERENCE TO STRINGLINE AND SUBSTITUTE THE FOLLOWING: ® X S
THE QUANTITY OF BITUMINOUS PAVEMENT REMOVAL TO BE PAD FOR SHALL BE THE NUMBER 28, B3R
OF SQUARE YARDS OF PAVEMENT REMOVED, AND DISPOSED OF IN ACCORDANCE WITH THE THE_CONTRACTOR WILL BE ALLOWED TO USE THE AUTOMATIC GRADE CONTROL SYSTEM & @d 3 i |55
SPECIFICATIONS, CONSTRUCTION DRAWINGS, AND ACCEPTED BY THE ENGINEER. MEASUREMENT OF THE PAVER THROUGH OUT THIS PROJECT. THE CONTRACTOR WILL USE A TRAVELING
OF THE BITUMINOUS PAVEMENT REMOVAL SHALL BE TO THE NEAREST SQUARE YARD. SKI ON ONE SIDE OF THE PAVER AND USE DEPTH CHECK CONTROL ON QTHER SIDE,
DUE THE IRREGULAR TRANSVERSE SLOPES. THIS WILL KEEP EACH LIFT OF THE e
ALL BITUMINOUS PAVEMENT REMOVAL, WITH THE EXCEPTION OF PAVEMENT REMOVED FOR BITUMINOUS BASE COURSE RELATIVELY CONSISTENT IN DEPTH. PROPOSED TYPICAL SECTION O .
BITUMINOUS PAVEMENT REPAR, WILL BE PAID FOR UNDER ITEM: . " B s
AR401900 REMOVE BITUMINOUS PAVEMENT 565 S.Y. WHEN HAND SPREADING IS PERMITTED, THE MIXTURE WILL BE DISTRIBUTED AND SPREAD NOT TO SCALE 248
- USING HAND TOOLS. WHEN THE WORK 1S COMPLETED, THE LAYER WILL HAVE THE 2L iz
1-BITUMINOUS SURFACE COURSE NOTES REQUIRED THICKNESS AND CONFORM TO THE GRADE AND SURFACE CONTOUR SHOWN P gégg
ON THE PLANS. =34
THE BITUMINOUS SURFACE COURSE (401) SHALL BE PLAGED IN ACCORDANCE WITH ITEM AR401001 : ggg%
“BITUMINOUS SURFACE COURSE-METHOD I” AS STATED ON PAGE 245 OF THE SUPPLEMENTAL 201-4,12  SHAPING EDGES. ADD THE FOLLOWING TO THIS PARAGRAPH: 2ovd
SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS, ADOFTED JULY 1, 2004, Lt
ALL PAVEMENT EDGES (LONGITUDINAL, RADIUS, AND PAVEMENT ENDS) MUST BE LEFT IN g e
THIS ITEM OF WORK SHALL CONSIST OF CONSTRUCTING ONE LIFT OF A BITUMINOUS SURFACE PROPER ALIGNMENT AS SHOWN ON THE PLANS. THIS MAY BE ACCOMPLSHED BY THE g @
COURSE (2 IN. DEPTH) ON THE PROPOSED BITUMINOUS BASE COURSE FOR THE PROPOSED TRIMMING METHOD OUTLINED ABOVE OR AT THE CONTRACTOR'S OPTION BY SAWING
RUNWAY WIDENING. AFTER THE PAVING HAS BEEN COMPLETED. NO ADDITIONAL COMPENSATION WILL BE
MADE IF THE SAWING METHOD IS USED. .
THE PROPOSED BITUMINOUS SURFACE COURSE WILL BE DESIGNED TO A MARSHALL DESIGN OF LESS ¢ : EROPOSED TYPICAL SECTION LEGEND: o
THAN 80,000 POUNDS. e QUANTITIES — PAVEMENT CONSTRUCTION ™\ (D PROPOSED 401 — BITUMINOUS SURFACE COURSE (2" DEPTH) > ¥
401-4.9 TRANSPORTING, SPREADING, AND FINISHING. : T WYY (@ PROPOSED 603 ~ BITUMINOUS TACK COAT (0.15 GAL./S.Y.) ~ < q
DELETE ANY REFERENCE TO STRINGLINE AND SUBSTITUTE THE FOLLOWING: fTEM No. | DESCRIPTION UNIT 1 auaNTTY | QUANTITY (D PROPOSED 201 — BITUMINOUS BASE COURSE (3" DEPTH) Yo |«
AR155410 | UNCLASSIFIED EXCAVATION oy 55T (@ PROPOSED 602 — BITUMINOUS PRIME COAT (0.35 GAL/S.Y.) OZ lwgkE
A STRINGLINE WILL NOT BE REQUIRED ON THE SURFACE LIFT PROVIDING THE BASE COURSE 1S ) ; . (® PROPOSED 209 ~ CRUSHED AGGREGATE BASE COURSE (8" DEPTH) >z 92
PAVED TO A DESIRED SLOPE AND GRADE. AR152442 | OFF-SITE BORROW_EXCAVATION CY. 3,342 . <5 196¢e
AR201610 | BITUMINOUS BASE COURSE TON 7497 . (® PROPOSED 705 ~ POROUS BACKFILL zAale=E
WHEN HAND SPREADING IS PERMITTED, THE MIXTURE WILL BE DISTRIBUTED AND SPREAD USING AR201630 | BITUMINOUS BASE TEST SECTION EACH ] - (D PROPOSED 705 ~ 4" PERFORATED UNDERDRAIN "Z/ SOCK Zzz |E x Q
HAND TOOLS. WHEN THE WORK IS COMPLETED, THE LAYER WILL HAVE THE REQUIRED THICKNESS AR209510 | CRUSHED AGGREGATE BASE COURGE TN 5071 PROPOSED 155 — LIME-MODIFIED SUBGRADE (16" DEPTH) 52 29
AND CONFORM TO THE GRADE AND SURFACE CONTOUR SHOWN ON THE PLANS. 407610 T BTUNINGUS SURFACE COURSE TN 1602 : %msnuc 402 ~ POROUS FRICTION COURSE (%"(DEPTH) ) o 5
EXISTING 401 — BITUMINOUS SURFACE COURSE (1.5 DEPTH <
401-4.12  SHAPING EDGES. ADD THE FOLLOWING TO THIS PARAGRAPH: AR401900 | REMOVE BITUMINOUS PAVEMENT 5. 565 ) : o
ARB02510 | BITUMINOUS PRIME COAT GAL, 5,430 . @ EXISTING 401 ~ BITUMINOUS LEVELING COURSE (1.5” DEPTH) »
ALL PAVEMENT EDGES (LONGITUDINAL, RADIUS, AND PAVEMENT ENDS) MUST BE LEFT IN PROPER AR603510 | BITUMINOUS TACK COAT GAL, 6,675 . (2 EXISTING 402 — POROUS FRICTION COURSE (1" DEPTH)
ALIGNMENT AS SHOWN ON THE PLANS. THIS MAY BE ACCOMPLISHED BY THE TRIMMING METHOD _ (D EXISTING 401 - BITUMINOUS SURFACE COURSE (4" DEPTH)

OUTLINED ABOVE OR AT THE CONTRACTOR'S OPTION BY SAWING AFTER THE PAVING HAS BEEN

KCOMPLETED. NO ADDITIONAL COMPENSATION WILL BE MADE IF THE SAWING METHOD IS USED.
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